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Catalog Number: TAL9-30-10-55RT
UPC Number: 88861420326
EAN Number: 03471522362148
Status: Active

TAL 9 contactors are mainly used for controlling 3-phase motors and generally for controlling

power circuits up to 690 V AC or 220 V DC.

North American Specifications (UNSPSC)
UNSPSC 39121529 Contactors

IGCC 4755 Contactors

Brand Name ABB

Type Contactors

Special Features Terminal type: Ring-tongue terminals

Application Can also be used for many other applications such

as isolation, capacitor switching, lighting.

Standard CB, CE, EAC, RoHS

Size 44x78x97mm

Operating Temperature -60 to +80 Degrees C

Packaging
Outer Quantity 1

Outer Dimensions (inches) 1x1x1

Weight Uom 1.15 lbs. Each

Documents / Support Tools
Technical Drawing / Data Sheet Canada Available on Website

For further technical assistance, please contact us...

Thomas & Betts - USA
860 Ridge Lake Blvd.
Memphis, TN 38120
www.tnb.com

T&B Technical Support
MS 3B-50
860 Ridge Lake Blvd.
Memphis, TN 38120

Hours: 7AM - 6PM CDT
Monday-Friday
Phone: (888) 862-3289
Fax: (901) 252-1321
Email:techsupport@tnb.com


