
Th
e 

in
fo

rm
at

io
n 

pr
ov

id
ed

 in
 th

is
 d

oc
um

en
ta

tio
n 

co
nt

ai
ns

 g
en

er
al

 d
es

cr
ip

tio
ns

 a
nd

/o
r t

ec
hn

ic
al

 c
ha

ra
ct

er
is

tic
s 

of
 th

e 
pe

rfo
rm

an
ce

 o
f t

he
 p

ro
du

ct
s 

co
nt

ai
ne

d 
he

re
in

.
Th

is
 d

oc
um

en
ta

tio
n 

is
 n

ot
 in

te
nd

ed
 a

s 
a 

su
bs

tit
ut

e 
fo

r a
nd

 is
 n

ot
 to

 b
e 

us
ed

 fo
r d

et
er

m
in

in
g 

su
ita

bi
lit

y 
or

 re
lia

bi
lit

y 
of

 th
es

e 
pr

od
uc

ts
 fo

r s
pe

ci
fic

 u
se

r a
pp

lic
at

io
ns

.
It 

is
 th

e 
du

ty
 o

f a
ny

 s
uc

h 
us

er
 o

r i
nt

eg
ra

to
r t

o 
pe

rfo
rm

 th
e 

ap
pr

op
ria

te
 a

nd
 c

om
pl

et
e 

ris
k 

an
al

ys
is

, e
va

lu
at

io
n 

an
d 

te
st

in
g 

of
 th

e 
pr

od
uc

ts
 w

ith
 re

sp
ec

t t
o 

th
e 

re
le

va
nt

 s
pe

ci
fic

 a
pp

lic
at

io
n 

or
 u

se
 th

er
eo

f.
N

ei
th

er
 S

ch
ne

id
er

 E
le

ct
ric

 In
du

st
rie

s 
SA

S 
no

r a
ny

 o
f i

ts
 a

ffi
lia

te
s 

or
 s

ub
si

di
ar

ie
s 

sh
al

l b
e 

re
sp

on
si

bl
e 

or
 li

ab
le

 fo
r m

is
us

e 
of

 th
e 

in
fo

rm
at

io
n 

co
nt

ai
ne

d 
he

re
in

.

Jan 11, 2024
1

Product data sheet
Characteristics

A400L
Meter accessory, hub, large, rainproof, 4 in

Main
Product or Component
Type

Conduit entry
Hub

Range of Product Series A-L

Complementary
Cable entry Conduit entry
Device Composition Adaptor plate
Hub type A-L
Mounting Support Direct mounting on box
Number of mounting holes 4
Product Certifications UL Listed
Device Application Conduit entry
Shape of screw head Slotted hexagonal
Height 5 in (127.00 mm)
Width 5 in (127.00 mm)

Ordering and shipping details
Category 00039-METER SOCKETS & HUBS
Discount Schedule DE4
GTIN 785901130116
Returnability Yes
Country of origin US

Packing Units
Unit Type of Package 1 PCE
Number of Units in Package 1 1
Package 1 Height 1.30 in (3.302 cm)
Package 1 Width 5.00 in (12.7 cm)
Package 1 Length 5.00 in (12.7 cm)
Package 1 Weight 11.04 oz (312.979 g)

Offer Sustainability
EU RoHS Directive Under investigation

Contractual warranty
Warranty 18 months


